THE CONTRACTOR SHALL FURNISH AND INSTALL FOUR (
HEAVY DUTY GALV. THREADED ANCHOR RODS WITH HEX.
NUTS AND RECTANGULAR PLATE WASHERS.

(SEE STD. MD 605.44) FOR
ALTERNATE ANCHORAGE METHOD
"CAST [N CONCRETE"

2" MIN.
217" MAX. —== WASHERS (SEE STD.

MD 605.44)

RUB RAIL
— (SEE STD.
MD 605.43-02)

FINISHED
ROADWAY

THREE (3)%" DIA. EXPANSION ANCHOR BOLTS

6" LONG W/WASHERS 8
HEADS AND RUB RAIL.
AS REQUIRED.

SECTION A-A

[ Wex9 POST

— RECTANGULAR PLATE

4)7/8” DIA.
HEAD RECESSED

TWO SECTIONS OF 12'-6" W BEAM. ONE SET INSIDE
THE OTHER. FASTENED TO SPACER TUBE W/5/8" DIA.
BUTTON HEAD BOLT & RECESS NUT AND

RECTANGULAR PLATE WASHER (DRILL34" DIA.

HOLE IN W BEAM)

STEEL SPACER TUBE
6” I.D. x 9" LONG
SCHEDULE 40 GALV.
PIPE (DRILL%" DIA.—L
HOLE)
BENT PLATE RUB RAIL
(SEE STD. MD 605.43-02)
FASTENED TO TAPERED WOOD
BLOCK W/3%" DIA. x 3"
LONG LAG BOLT

TAPERED WOOD
BLOCKOUT .
SEE DETAIL —

LFINISHED

ETWEEN BOLT ROADWAY

DRILL HOLES SECTION B-B

5" DIA. BUTTON HEAD
BOLT & RECESS NUT 7

! [ I
\ -ﬁ.ﬁ\ﬁ — BUTTON HEAD \
I g %" DIA. BUTTON HEAD 8oL T NOT I
'ﬁi—\\ﬂ BOLT & RECESS NUT REQUIRED 'ﬁ-%
\\ REOUIRED AT POST 1
ONLY T.o
: :
§ — SEE NOTE —~ — RUB RAIL % ~
o h - — L % - L —_ '|'
L4 L wooo sLock BoLTED To POST Ly L \
i W/5/8" CARRIAGE BOLT
WOOD BLOCK & RUB RAIL
s To s e e s et
TYPICAL POSTS 2 & 4 CARRIAGE BOLT
(BUTTON HEAD BOLT NOT REQUIRED AT POSTS 2 & 4) POST 1 & 3 POST 5
NOTE: FOR WOOD OFFSET BLOCKS, BOLTS. NUTS. WASHERS s —
SEE STD. NO MD 605.21 /
31"
o WOOD BLOCKOUTS
g L— 3,” DIA. HOLE POST TBHLIOCCKKNOEUSTS
24" 1 410"
7% 2 317"
N 4"
6?42:%33 3 o
?y
TAPERED WOOD BLOCKOUT ’ 4 17
(1 REQUIRED - SEE SECTION B-B) WOOD BLOCKOUTS
(4 REQUIRED)
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TRAFFIC BARRIER W BEAM ANCHORAGE

WITH RUB RAIL TO JERSEY
SHAPE OR F SHAPE

REVISED
REVISED
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